
APart PR4000
QUAD FM TUNER

TECHNICAL SPECIFICATIONS

The APart PR4000 is a dturdy 19” 1 unit (HE) housing that contains 4 independent FM tuners. 
This QUAD tuner is naturally linked with multi room systems and matrix systems.

Above all, the PR4000 is a user-friendly and easy to install QUAD tuner. Each tuner can be controlled 
individually and can have 10 memory presets. The scan up/down function stops automaticaly when a 
radio station with sufficient signal strength is found. A perfect sound is thuss guaranteed! 

The PR4000 can be controlled on the front pannel or via the included IR remote control. 
The output volume of each tuner  can be controlled (-20 dB /+6 dB) via the attenuator at the back of the 
tuner. This way, the volume level of each tuner will be equal and will match the levels of other sound 
sources in your music system.

To optimise the sound quality and to avoid humm and buzz, the PR4000 has a FM antenna ground 
isolator build in.
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FM SECTION
Tuning Range
External antenna
Frequency range
Usable sensitivity
S/N ratio: Mono/Stereo 
THD: Mono/Stereo

GENERAL
Output
Output level
Power supply
Remote control
Dimensions (H x W x D)
Weight

87.5 - 108 Mhz 
FM 75 Ohm (Ground isolator included)
20 Hz - 15 kHz
10 dBf
76 dB / 70 dB
0.5% / 0.7%

RCA Cinch
Adjustable (FM: 900 mV / AM: 500 mV)
230V
IR (included)
44 x 483 x 280 mm
3.1 Kg
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