




D-LITE 2000  system

The D-LITE 2000 system has been specially designed to meet the 
various needs of solo entertainers, mobile DJs and small bands. 
Easy handling —thanks to the ultra-compact and lightweight con-
struction of the enclosures — and powerful, transparent sound with 
loads of headroom combine to raise the D-LITE 2000 to the pinnacle 
of excellence among professional satellite systems.

The basic D-LITE 2000 system, comprising a PowerSub 315 and 
two D 12 full-range satellites, is designed to be easily expandable, 

so you can’t go wrong when it’s time to buy in more power. Up to four 
satellites (two per side) and two additional passive subwoofers can 
be driven efficiently and easily by the mighty PowerSub 315.

The D-LITE 2000 system is also the ideal solution for fixed installation 
in a wide variety of catering establishments such as restaurants, cafes, 
bars and pubs as well as in schools. A wide assortment of installation 
hardware is available for positioning the satellites, including moun-
ting frames, wall brackets and trussing gear. 

D-Lite 2000
1 x PowerSub 315

2 x D 12
2 x PSS 408 Speakon Cable
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accessoriesD-LITE Series

 Accessories Top D 8 D 8W D 12 D 12W D 12A D 12-3 D 12-3A D 15-3

Color Black White Black White Black Black Black Black

Dust Cover  SH... SH-D8
D113143

SH-D8
D113143

SH-D 12 
D113046

SH-D 12 
D113046

SH-D 12 
D113046

SH-D 12 
D113046

SH-D 12 
D113046

SH-D 15 
D113097

F 212  Monitor Feet --- D113040 D113040 D113040 D113040 ---

MB 212  U-Mounting Bracket --- MB 212
D113042

MB 212W
D113095

D113042 D113042 D113042 ---

MB 312  Horiz. Cluster Plate --- D113043 D113096 D113043 D113043 D113043 ---

MB 112  Eyebolt-Set M 8 ** --- D113041 D113041 D113041 D113041 ---

** MB 112 must only be used together with MB 212 due to safety reasons!

FB...  Flying Bracket FB-D8 ( D113136 ) --- --- --- --- FB-D15 ( D113100 )

FB-TV  TV-Spigot	 D113142 --- --- --- --- D113142

TC-TV  Truss > TV-Spigot	 --- --- --- --- --- D112941

PM-TV  PoleMount > TV-Spigot --- --- --- --- --- D112942

MB 200 UMH  U-Bracket MB D8 UMH
D113135

MB D8W UMH
D113160

D170183 D170183 D170183 D170183 ---

MB 500 UMH  U-Bracket

WMK-10  Wall Mount Kit WMK-10 
D113137

WMK-10W
D113154

--- --- --- --- D113099

TMA  Tilt angle for UMH D112815 D112815 D112815 D112815 D112815 D112815

RMA  Rotatable Kit for UMH D112807 D112807 D112807 D112807 D112807 D112807

TC-02  Truss clamp for UMH D112808 D112808 D112808 D112808 D112808 D112808

PCL-M10 Pole Mount D113116 --- --- --- --- D113116

Speaker Stand  max. 50kg BS-50 ( D113045 ) BS-50 ( D113045 ) BS-50 ( D113045 ) BS-50 ( D113045 ) BS-50 ( D113045 ) BS-50 ( D113045 )

Accessories SUB Sub 112 Sub 115 Sub 118 PowerSub 312 PowerSub 315

Dust Cover  SH... SH-112 ( D113144 ) SH-315 ( D113047 ) SH-118 ( D113098 ) SH-315 ( D113047 )

PCL 880 Pole Mount fix 880mm D112461 D112461 D112461 D112461 D112461

PCL 1500 Pole Mount adjustable D113044 D113044 D113044 D113044 D113044
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Type / Name D 8 D 8W D 12 D 12W D 12A D 12-3 D 12-3A D 15-3 Sub 112 Sub 115 Sub 118 PowerSub 312 PowerSub 315

Color Black White Black White Black Black Black Black Black Black Black Black Black

Order.Nr D113126 D113158 D113030 D113094 D113164 D113083 D113165 D113084 D113134 D113029 D113085 D113125 D113027

Cabinet Full-Range Full-Range Full-Range Full-Range Full-Range Full-Range Subwoofer Subwoofer Subwoofer Powered 3-Channel 
Subwoofer

Powered 3-Channel 
Subwoofer

Confi guration Passive 2-Way Passive 2-Way Powered 2-Way Passive 3-Way Powered 3-Way Passive 3-Way Built-In
Hi-Cut Filter

Built-In
Hi-Cut Filter

Built-In
Hi-Cut Filter

--- ---

Nominal Impedance 8 Ohms 8 Ohms --- 8 Ohms --- 8 Ohms 8 Ohms 8 Ohms 8 Ohms --- ---

Rated power RMS 250 W 300 W --- 350 W --- 500 W 400 Watts 400 W 700 W --- ---

Program power 500 W 600 W --- 700 W --- 1000 W 800 Watts 800 W 1400 W --- ---

Peak power 1000 W 1200 W --- 1400 W --- 2000 W 1600 Watts 1600 W 2800 W --- ---

Lo Amplifi er 
Power RMS

--- --- 350 Watts --- 350 Watts --- --- --- --- 800 W / 4 Ohms 1000 W / 8 Ohms
2 x 500 W / 4 Ohms

Mid-High Amplifi er 
Power RMS

--- --- 150 Watts --- 150 Watts --- --- --- --- 2 x 250 W / 4 Ohms 2 x 500 W / 4 Ohms

SPL 2,83V/1m 
(1W/8 ohms)

94 dB 98 dB 98 dB 100 dB 100 dB 100 dB 92 dB 99 dB 98 dB 92 dB 99 dB

Max. SPL 1m 
(calc. with peak 
power or measured 
10% THD)

124 dB 129 dB 129 dB 131 dB 131 dB 133 dB 124 dB 131 dB 132 dB 121 dB 129 dB

Frequency range 
(-10db)

65Hz - 20kHz 70Hz - 18kHz 45Hz - 20kHz 70Hz - 20kHz 45Hz - 20kHz 50Hz - 20kHz 43Hz - 350Hz 55Hz - 320Hz 30Hz - 300Hz --- ---

Nominal 
Coverage angle

90° x 90° 80° x 40° 80° x 40° --- --- --- --- --- --- --- ---

Coverage angle 
1kHz -6dB

--- --- --- 90° x 50° 90° x 50° 90° x 50° --- --- --- --- ---

Coverage angle 
10kHz -6dB

--- --- --- 120° Conical 120° Conical 120° Conical --- --- --- --- ---

Passive crossover 
frequency

--- --- --- 700Hz / 4kHz --- 700Hz / 4kHz 124 Hz 124Hz 124Hz --- ---

Active crossover 
frequency

--- --- 1,2kHz --- 700Hz / 4kHz --- --- 124Hz 124Hz 70Hz/100Hz/140HZ 80Hz/100Hz/160HZ

Voice coil 
tracking protection

Halogen yes --- yes yes yes --- yes yes --- yes

Component High DH-3 ND2 S-8 ND2-16 DH-3 DH-3 DH-3 --- --- --- --- ---

Component Mid --- --- --- DND 6120 DND 6120 DND 6120 --- --- --- --- ---

Component Low DND8200-8 DL 12 BFH DL 12 BFH DL 12 BFH DL 12 BFH DND 15400 --- --- --- --- ---

Component Sub --- --- --- --- --- --- DND12S400 EVS 15S LFS 18700 DND12S400 LFS 1008

Connectors 1+ / 1- 1+ / 1- --- 1+ / 1- --- 1+ / 1- 1+ / 1- 1+ / 1- 1+ / 1-

Wired through --- 2+ / 2- --- 2+ / 2- --- 2+ / 2- 2+ / 2- 2+ / 2- 2+ / 2- --- ---

Connector model 
Speakon

2 x NL4 MPR 2 x NL4 MPR --- 2 x NL4 MPR --- 2 x NL4 MPR 2 x NL4 MPR 2 x NL4 MPR 2 x NL4 MPR 1 x NL4 MPR for 
Sub 112 Extension

1 x NL4 MPR for 
Sub 115 Extension

Dimensions 
(WxHxD) mm

282 x 442 x 259 429,5 x 586 x 320,5 430 x 586 x 321 430 x 586 x 321 430 x 586 x 321 447 x 686 x 413 545 x 380 x 445 464 x 601 x 660 547 x 724 x 658 445 x 380 x 445 464 x 601 x 660

Net weight 8,8 kg 16 kg 17,5 kg 19 kg 20 kg 24 kg 20 kg 34 kg 50 kg 22,5 kg 45 kg

Shipping weight 9,5 kg 17 kg 20,5 kg 20 kg 22 kg 26 kg 22 kg 37 kg 53 kg 27 kg 48 kg

Enclosure material ABS Polypropylene Polypropylene Polypropylene Polypropylene Polypropylene Birch plywood Birch plywood Birch plywood Birch plywood Birch plywood

Finish Black White Black White Black Black Black Black Black 2-Comp. Paint 2-Comp. Paint 2-Comp. Paint 2-Comp. Paint

Grille, Steel Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated

Front b/w Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam

Handles 1 1 1 1 1 1 2 2 4 2 2

Castors --- --- --- --- --- --- --- 4 4 --- 4

Warranty 36 month 36 month  36 month 36 month 36 month 36 month 36 month 36 month 36 month 36 month 36 month



Bosch Communications Systems
Americas–Headquarter Americas
Telex Communications, Inc.
12000 Portland Ave South,
Burnsville, MN 55337, USA
USA–Ph: 1-800-392-3497
Fax: 1-800-955-6831
Canada–Ph: 1-866-505-5551
Fax: 1-866-336-8467
Latin America–Ph: 1-952-887-5532
Fax: 1-952-736-4212

Europe, Africa & Middle-East
Headquarters EAME
EVI Audio GmbH
Hirschberger Ring 45,  
D-94315 Straubing, Germany
Phone: +49 9421 706-0,
Fax: +49 9421 706-265

France: EVI Audio France S.A.,
Parc de Courcerin,
Allée Lech Walesa,
F 77185 Lognes, France
Phone: +33 1-6480-0090
Fax: +33 1-6006-5103

Asia & Pacific Rim– 
Headquarter Asia
Singapore: Telex Communications (SEA) Pte Ltd
38C Jalan Pemimpin
Singapore 577180
Tel: (65) 6319 0621
Fax: (65) 6319 0620
Japan: EVI Audio Japan Ltd.
5-3-8 Funabashi, Setagaya-Ku,
Tokyo, Japan 156-0055
Phone: +81 3-5316-5020,
Fax: +81 3-5316-5031

Hong Kong: Telex EVI Audio 
(HK) Ltd.
Unit 5,1/F, Topsail Plaza
11 On Shum Street
Shek Mun,Shatin HK
Phone: +852 2351-3628,
Fax: +852 2351-3329

Bosch Communications Systems
Telex EVI Audio 
(Shanghai)Co., Ltd.
Room 3105-3109,  
Tower 1 Office Building, 
218 Tian Mu Xi Rd., 
Shanghai, China
Postal Code: 200070 
Tel: +86 21-6317-2155 
Fax : +86 21-6317-3025
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Type / Name D 8 D 8W D 12 D 12W D 12A D 12-3 D 12-3A D 15-3 Sub 112 Sub 115 Sub 118 PowerSub 312 PowerSub 315

Color Black White Black White Black Black Black Black Black Black Black Black Black

Order.Nr D113126 D113158 D113030 D113094 D113164 D113083 D113165 D113084 D113134 D113029 D113085 D113125 D113027

Cabinet Full-Range Full-Range Full-Range Full-Range Full-Range Full-Range Subwoofer Subwoofer Subwoofer Powered 3-Channel 
Subwoofer

Powered 3-Channel 
Subwoofer

Configuration Passive 2-Way Passive 2-Way Powered 2-Way Passive 3-Way Powered 3-Way Passive 3-Way Built-In
Hi-Cut Filter

Built-In
Hi-Cut Filter

Built-In
Hi-Cut Filter

--- ---

Nominal Impedance 8 Ohms 8 Ohms --- 8 Ohms --- 8 Ohms 8 Ohms 8 Ohms 8 Ohms --- ---

Rated power RMS 250 W 300 W --- 350 W --- 500 W 400 Watts 400 W 700 W --- ---

Program power 500 W 600 W --- 700 W --- 1000 W 800 Watts 800 W 1400 W --- ---

Peak power 1000 W 1200 W --- 1400 W --- 2000 W 1600 Watts 1600 W 2800 W --- ---

Lo Amplifier 
Power RMS

--- --- 350 Watts --- 350 Watts --- --- --- --- 800 W / 4 Ohms 1000 W / 8 Ohms
2 x 500 W / 4 Ohms

Mid-High Amplifier 
Power RMS

--- --- 150 Watts --- 150 Watts --- --- --- --- 2 x 250 W / 4 Ohms 2 x 500 W / 4 Ohms

SPL 2,83V/1m 
(1W/8 ohms)

94 dB 98 dB 98 dB 100 dB 100 dB 100 dB 92 dB 99 dB 98 dB 92 dB 99 dB

Max. SPL 1m 
(calc. with peak 
power or measured 
10% THD)

124 dB 129 dB 129 dB 131 dB 131 dB 133 dB 124 dB 131 dB 132 dB 121 dB 129 dB

Frequency range 
(-10db)

65Hz - 20kHz 70Hz - 18kHz 45Hz - 20kHz 70Hz - 20kHz 45Hz - 20kHz 50Hz - 20kHz 43Hz - 350Hz 55Hz - 320Hz 30Hz - 300Hz --- ---

Nominal 
Coverage angle

90° x 90° 80° x 40° 80° x 40° --- --- --- --- --- --- --- ---

Coverage angle 
1kHz -6dB

--- --- --- 90° x 50° 90° x 50° 90° x 50° --- --- --- --- ---

Coverage angle 
10kHz -6dB

--- --- --- 120° Conical 120° Conical 120° Conical --- --- --- --- ---

Passive crossover 
frequency

--- --- --- 700Hz / 4kHz --- 700Hz / 4kHz 124 Hz 124Hz 124Hz --- ---

Active crossover 
frequency

--- --- 1,2kHz --- 700Hz / 4kHz --- --- 124Hz 124Hz 70Hz/100Hz/140HZ 80Hz/100Hz/160HZ

Voice coil 
tracking protection

Halogen yes --- yes yes yes --- yes yes --- yes

Component High DH-3 ND2 S-8 ND2-16 DH-3 DH-3 DH-3 --- --- --- --- ---

Component Mid --- --- --- DND 6120 DND 6120 DND 6120 --- --- --- --- ---

Component Low DND8200-8 DL 12 BFH DL 12 BFH DL 12 BFH DL 12 BFH DND 15400 --- --- --- --- ---

Component Sub --- --- --- --- --- --- DND12S400 EVS 15S LFS 18700 DND12S400 LFS 1008

Connectors 1+ / 1- 1+ / 1- --- 1+ / 1- --- 1+ / 1- 1+ / 1- 1+ / 1- 1+ / 1-

Wired through --- 2+ / 2- --- 2+ / 2- --- 2+ / 2- 2+ / 2- 2+ / 2- 2+ / 2- --- ---

Connector model 
Speakon

2 x NL4 MPR 2 x NL4 MPR --- 2 x NL4 MPR --- 2 x NL4 MPR 2 x NL4 MPR 2 x NL4 MPR 2 x NL4 MPR 1 x NL4 MPR for 
Sub 112 Extension

1 x NL4 MPR for 
Sub 115 Extension

Dimensions 
(WxHxD) mm

282 x 442 x 259 429,5 x 586 x 320,5 430 x 586 x 321 430 x 586 x 321 430 x 586 x 321 447 x 686 x 413 545 x 380 x 445 464 x 601 x 660 547 x 724 x 658 445 x 380 x 445 464 x 601 x 660

Net weight 8,8 kg 16 kg 17,5 kg 19 kg 20 kg 24 kg 20 kg 34 kg 50 kg 22,5 kg 45 kg

Shipping weight 9,5 kg 17 kg 20,5 kg 20 kg 22 kg 26 kg 22 kg 37 kg 53 kg 27 kg 48 kg

Enclosure material ABS Polypropylene Polypropylene Polypropylene Polypropylene Polypropylene Birch plywood Birch plywood Birch plywood Birch plywood Birch plywood

Finish Black White Black White Black Black Black Black Black 2-Comp. Paint 2-Comp. Paint 2-Comp. Paint 2-Comp. Paint

Grille, Steel Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated Powder coated

Front b/w Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam Acoustic Foam

Handles 1 1 1 1 1 1 2 2 4 2 2

Castors --- --- --- --- --- --- --- 4 4 --- 4

Warranty 36 month 36 month  36 month 36 month 36 month 36 month 36 month 36 month 36 month 36 month 36 month




